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Bending Flame uv Solvents Saltwater P65 K08
Diameter Resistant Resistant Resistant Resistant Protection Protection Indoor Use Outdoor Use

55mm Min.Cutting Length (24VDC)
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© — —
el L L
(ISR 8

specifications parameter

120° Plane Surfa

Horizontal Side Bending Only
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FPC position direction

IP65C€ v

Input voltage
Power (Im/W)
Lumens (Im/m)
CCT/Color

CRI

FPC light direction
LED type

LED Qty/m
Min.cutting unit
Size

Working temperature

Light distribution curve

Unit:cd
30 —C0/180, 167.2°
0 —€30/210, 153.4°
— €60/240, 124.8°
AVERAGE BEAM ANGLE (50%):111.7 DEG — €90/270, 107. 4°

id

24/12vDC
11W/10W
>500Im

Lol [ T

>70; >80; >90;
Vertical
SMD 2835
126LEDs
7LEDs/3LEDs
W7*H9mm
-20C~60C

Center illumination(lux) Center height(m)

L1

Average illuminance(lux)

1.0 49.96;142.01x 269.01cm

2.0 12.49;35.50Ix 538.01cm

3.0 5.551;15.78Ix 807.02cm

4.0 3.123;874Ix 1076.03cm

5.0 1345.04cm

Height

1.999;5.680Ix

Eavg,Emax Diameter

Beamangle
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