LED
Flexible Neon Strip Light

1313

Cambered surface large angle (160 degrees) luminous,
uniform, soft, no spot.

Large angle of cambered surface

Flexible Lamp Strip + Silica Gel Co—extrusion Technology
is adopted in the integral forming design. The integral lamp
strip has excellent heat dissipation.
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specifications parameter

Model

Input voltage
Power (Im/W)
Lumens (Im/m)
CCT/Color

CRI

FPC light direction
LED type

LED Qty/m
Min.cutting unit
Size

Working temperature

Light distribution curve (Single Color)
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Solvents Saltwater IP65 IK08
Resistant Resistant Protection Protection Indoor Use Outdoor Use
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23.8mm Min.Cutting Length (12VDC) 180" Domed Surface %72
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41.6mm Min.Cutting Length (12VDC RGB)
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24/12VDC 5
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11W/10W(Single Color) / 15W(RGB) g
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~70; >80; >90(Single Color) >
Vertical
SMD 2835(Single Color) / SMD 4040(RGB)
126LEDs(Single Color) / 72LEDs(RGB)
7LEDs(Single Color);6LEDs(RGB) / 3LEDs
W13*H13mm
-20C~60C
Centerillumination(lux) Center height(m)
Average illuminance(lux)
1.0 48.63;132.0Ix 269.01cm
2.0 10.89;31.32Ix 538.01cm
3.0 4.52;13.12Ix 807.02cm
4.0 2.561;8.471x 1076.03cm
5.0 1.49;4.561x 1345.04cm
Height Eavg,Emax Beam angle Diameter




