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various waterproof solution

specifications parameter

Model: XLX-3014L12V240D5

Input voltage 12v DC
Beam angle 120°

CCT 3000K/6000K
CRI >80/>90
Power 8W/m
Current 0.67A/m
Brightness 700-800Im/m
Length/reel 5m

Cut length 25mm/unit

IP grade IP20/1P55/IP65/I1P67/IP68
Operating Temperature -20°C+45C
Storage temperature 0°C+60°C

Environment humidity

40~70% RH
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1P20 IP55
No waterproof

Dry location Wet location

physical specifications

Silicone coating

Silicone
LED

P65
Silicon tube
Wet location

Silicon tube
LED

Silicone
LED

P67
Silicone extrusio,
empty inside

Wet location
short time under water

Silicone
LED

P68
Silicone extrusion,
solid inside

Wet location
long time under water
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Light distribution curve
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~150 150
-120 120
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60
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240
Unit:cd
30 30 —C0/180,118.9°
0 —(90/270,117.2"

AVERAGE BEAM ANGLE (50%):118.1 DEG
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Center illumination(lux) Center height(m)

Average illuminance(lux)

1.0 64.35;257.5Ix [ i 336.34cm
2.0 16.09;64.38Ix :|— 672 68cm
3.0 7.15;28.61Ix I 1009.01cm
4.0 3.67;14.71Ix I |\ 1345.34cm
5.0 2.57;10.30Ix ” — I ”";\ 1681.69cm
Height Eavg,Emax o Beam angle - Diameter
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